A IKT HIDRAULICNE STANICE | ALATI

Tebmifkipodsss | CI06 | €109 | €113 | L1 | C1i8twin | €127 twin

Maxpeisiak | 100 bar | 130 bar | 150 bar | 160bar | 160kar | 160 bar
Motor besn | bensn | bensin | bensm | bemzin | bensn
Tetina sikg |eskg |Blkg |105kg |112kg | 170kg
CIDI0 dizel | CID2M dizel |CI09E |CIEDTL | CIE 1 twin

/ iS0bar | 160bar l60bar |160bar | 160bar

dizel dizsl eekindm | elekiném | eleltném
Cl 06 Cl 27 TWIN CI D 10 DIZEL CIE 11 TWIN ldkg 20kg sk |12k | 120k

Cl 100/CI 350
HID. DIJAMANTSKA

HIDRAULICNE PUMPE

Pl 1/2/3/4

BUSILICA

Tehnidki podaci C1100/CT 350
Radni pritisak 100 bar
Max pritisak 170 bar
Protok ulja 20 Vinin
RIS RO, | 1T Pre¢uik busenja CI 100 | 25/100 mm
Max pritisak 172 bar G135 | 3 0qm
| Tezina 7.6 kg
Protok ulja 20-34 Vmin e—— G
Kapacitet PI1 . 350 Vmin
g [e2sies
B3 | 1393 bnin HID. RUENE TESTERE
P4 . 3400 Vmin TI 350/400/450/500 TA 40(
Tezina 7.7-26.7 kg

§d

Tehnicki podaci | TI 3500400/450/500 TA 400
Randlui pritisak | 120 bar 140 ar
Max pritisak 172 bar 250 bar

> > z Protok ulga | 20030040 V'min 3040 Limin
HIDRAULICNI CEKICI Prednik diska IS0A00/450/500 fran | 800 num
PR-IA -BUgENJE STENA .Dlulrma setenja | I3TI62 187202 mm | 300 mam
Tieiisy 9.7-11.2 kg 109 ke

sa dijamantskim
lancem za beton

HIDRAULICNE
STANICE
KOMPATIBILNE SA
SVIM ALATIMA

—

za mokro secenje

.
.
.
.
.
Tehnicki podaci PR -1 :
Radni pritisak 115 bar @ | Telmitki podaci | 850 F4 30045 1 £14 pro
— ® | protak ulja 30 Vi 30 Ve
Max pritisak 160 bar 3
Protok ulj 20-25 Vi . @ | Max pritisak 170 bar 170 bar
TOLOK ulja -25 Unan
. ClE11 : Suagnmatine | 5.5Kw 1LTKs | &5 Kw ILTKs
Tedina 245ke o
= «CIE11 TWI ® | Tesia 12 kg 73k
Prilivat alata 22x108 mm (] : Dubina sebenja | 38/50063 ens 33em
0©00000000000000000000000000000000000000000000000000000000000
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DI 5 DI 10
Tehnicki podaci | DI 5 DI 10 DI 13 DI 15* DI 19 DI 20 DI 22* DI 25-27 f‘; E
Radni pritisak 100=120 bar | 100 bar 100 bar 110 bar 110 bar 110 bar 110 bar 110 bar
Max pritisak 140 bar 160 bar 160 bar 160 bar 160 bar 160 bar 160 bar 160 bar
[ Protok ulja . 20025 Vmin | 20 Vinin 20 Vimin [ 18-20 Vmin [ 20-30 Vmin | 20-30 Vmin .2&30 Vinin . 20-30 Vimin
Tezina 63kg 99kg 126kg | 15ke | 19kg 22kg 252 ke 27kg
Prilwa alata 19x50 mm | 19%50 mm | 22x82 mm | 22x82mmm | 25¢108 mm | 25x108 pum | 25x108 mm | 25x108 mm * ANTIVI BRACIONI MODELI
28x160 mm



